
DOCKETED BY
\\<8

Fl
8>61

\l\\ll\l\\\ll\lllll\l\ ll
00000961 73 ORIG\NAL

1
RECEIVED

2 A !G

DOCKETED

BEFORE THE ARIZONA CORPORATION COMMISSION

WILLIAM A MUNDEI3flZ°"a Corporation Commission 2881 JAf*i 3 I

3 Chairman
JIM IRVIN

4 Commissioner
MARC SPITZER

5 Commissioner

JAN 3 1 2001
,z CORP CGMMISSIQH
UUCUHENT COHTRDL

DOCKET NO. RG-00000A-00-0548
6

IN THE MATTER OF THE APPLICATION
7

8

9

)
OF PROPOSED RULEMAKING REGARDN\1Gj )
THE TRANSPORTATION OF NATURAL )
GAs, OTHER GASES AND HAZARDOUS )
LIQUIDS BY PIPELINES. )

w

STAFF'S NOTICE OF FILING
OF PROPOSED RULES

10

11

12

Staff of the Arizona Corporation Commission, pursuant to the Procedural Order, dated

January 29, 2001 , hereby tiles Proposed Rules incorporating revisions pursuant to public comment

hearings in the above-entitled matter.13
1

14

15 RESPECTFULLY SUBMITTED this 3151: day of January, 2001 .

16

17

18

19

20

21

Robert J. Metli
Attorney, Legal Division
Arizona Corporation Commission
1200 West Washington
Phoenix, Arizona 85007
(602) 542-3402

22

23
Original and (15) fifteen copies
of the foregoing filed this 3]Sl
day of January, 2001 with:

24

25

26

Docket Control
Arizona Corporation Commission
1200 West Washington Street
Phoenix, Arizona 85007

27

28

Copy of the foregoing was
mailed this 3 IS day of
January, 2001, to:

\ ADMTN3000_I\DATA\HOME\ABENNETT\DOCS\ROBERT\PLEADTNG\0-54SNOFI DOC



i n

al

1

2

3

Arizona Fueling Facilities Corporation
c/o Raymond S. Heyman
Roshka, Harman, & DeWulf
400 North 5th Street, Suite 1000
Phoenix, Arizona 85004

4

5

Andrew Bettwy
SOUTHWEST GAS CORP.
5421 Spring MountaiN Road
Las Vegas, Nevada 89193-8510

6

7

8

9

Webb Crockett
FENNEMORE CRAIGI
3003 North Central Avenue
Suit€2600
Phoenix, Arizona 85012

10

11 3/4441/1
12

13

14

15

16

17

18

19

20

21

22

\

23

24

25

26

27

28

ADMIN3000_l U>ATAV4OME\ABENNETNDOCSMOBERT\PLEADING\0-54SNOF1 .Doc

l



"l
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ARTICLE 2. PIPELINE SAFETY

R14-5-201. Definitions
1

As used in this Article:

1. "A bandon"  means  d i s c onneming t he  p i pe l i ne  f i rm  a l l  s ourc es  and  s upp l i es  o f  gas ,  Q hazardous  l iquids .

purging the gas  Q hazardous  l iquids v i l l a i n f i r m the pipel ine being disconnected and capping al l  ends.

2 . "Bui ld ing"  means  any  s t r ic ture int ruded for  support ing or  shel ter ing any  occupancy .

3. "Business District" means an area where the public congregate for economic, industrial, religious,

education, health or recreational purposes and 2 or more buildings used for these purposes are located

nth in 100 yards  of  each other.

4 . "Commiss ion"  means  the Ar izona Corporat ion Commiss ion.

5. "intrastate pipeline" means al] pipeline facilities included in the definition of

"pipel ine sys tem" that  are used

s
to t ransport  nauulal gas, L i que f i ed  Nat u ra l

G a s  ( " L N G " ) , other gas or hazardous l iquids within Arizona,  that  are not  used to t ransport  gas or hazardous

liquids 'm interstate or foreign commune. This includes, without limitation, any equipment, facility,

building or other property used or intended for use in transporting gas,L N G or hazardous liquids.

6. "Mas t e r  met er  s y s t em"  means  P hy s i c a l  f ac i l i t i es  f o r  d i s t r i bu t i ng gas  w i t h i n  a  de f i nab le  a rea  where  t he

opera t o r  purc has es  met e red  gas  f rom a  pub l i c  s e rv i c e  c orpora t i on  t o  p rov i de  gas  s erv i c e  t o  2  o r  more

bui ldings other than at  a s ingle fami ly  res idence.

7 . "OperatOr"  means a person that owns or operates a pipel ine system or master meter system.

8. "Person" m eans  any individual, Emu, joint venture,  par tnership, corporation, assoc iat ion,  cooperat ive

assoc iat ion,  jo int  s tock  assoc iat ion,  t rus tee,  receiver,  ass ignee,  personal  representat ive,  the s tate or any

political subdivision thereof

9. "P ipel ine sys tem" means  a l l  par t s  of  those phys ical  fac i l i t ies  |

t h rough  wh i c h  na t u ra l  gas , l i q u o t i o d  n a t u r a l  ga s  ( " LN G l § ,  o t h e r  ga s e s  o r  h a z a r d o u s  l i q u i d s  m o v e  i n

transportation including, but not limited to, pipes, compressor units, metering stations, regulator stations,

delivery stations, holders and fabricated assemblies.

10. "Of f ice of  P ipel ine Safety '  means the P ipel ine Safety  personnel  for the Commiss ion.



H

11. "Sandy type soil" means sand no larger than as defined by ASTM D-2487-83 (1983 Edition),

12.

incorporated herein by reference and on file with the Oiiice of the Secretary of State.

"State" means the State of Arizona and all lands within its boundaries.

13. "Structure" meansMom which is builtor constructed, anedifice or buildingof any kind or any piece of work

artificially built or composed of pans joined together insome definite manner.

14, "Transport" or "transportation" of gas, LNG or hazardous liquids ismeans the gathering, transmission,

distribution and _cg storage of gas, LNG or hazallrdous liquids by pipeline within the Starts.

R14-5-202. Construction and Safety Standards

A. Applicability: This mle applies to the construction, reconstruction, repair, operationand maintenance of all

intrastate natural gas, other gas,LNG and hazardous liquid pipeline systems 9 describedQ ARS 40-441.

B . Subject to the definitional changes in R14-5-201 and the revisions noted in subsection(C), the Commission

adopts, incorporates, and approves as its own 49 CFR 40, 191, 192 except I (2) and (3) of Appendix D to

Part 192, 193, 195, except 195.1(b)(2) and (3), and 199, revised as of*k>v¢n1b<>t 4, 1998 March1 2000

(and no future amendments), incorporated by reference, on tile with the Otiice of the Secretary of State,

and copies available from the United States Gover11ment Printing Office,P.O. Box 371975M, Pittsburgh,

Pennsylvania 15250-7975.

c. The above mentioned incorporated Parts of 49 CFR, except Parts 191, 193 Subpart A and 195 Subpart 8

andB, are revised as follows:

1. Substitute "Commission" when "Olflico of Pipeline Safety, Administrator Q go;

Research and Special Programs Administration" or "Office of Pipeline Safety" (OPS) 1

\

appear,

2. Substitute "Ofice of Pipeline Safety, Arizona Corporation Commission, at its oiitice in

Phoenix, Arizona" where addresses for the Information SyswnasResourcesManager,

Otlice grPipeline Safetv.Researchand SpecialPwzranxs Administration.Ma&al=ieHs

*"a:°..""cr"'...Tim B.u*..a::, U. i Depanumemi of Txanspomtaiionor 0890 of ChicfC:>umlsel



D.

E.

Opemattors of an intrastate pipeline vvill iile with the Commission anOpe1rartionamdIvIairmenanoe Plan (O &

M), includinganeumergenlcyplan, 30 chysprior topiacing.apipeline system into operation. Ahychangesin

existilngplanswillbe1ilédwithin30daysoftheeifectivedateofthe ¢1\2118'=.

Operactumsbf anixmastatepipeli1net1ranspomti1mgsom1rgas oroilame sulqiecttoinldustlyswndamdsaddressing

faci l ities hydrogen Made (H2S)- Stanaa£a.s added are:

NACE s§1anda:dm14-94-4-5 mR-0175-99 (4980 1999 Revision); (and no fang

revisions). Standard aaMamemials eqlaipm»eusltR=equi1remems-b§ul1ide stress egzacidng

t3eaista4nmaaM_eta1licaamame1ia1 forei4-§eldOi1iield uipmwL inecuporamedby

refemenoeand no future amendments available from NACE Intemamional. P.O. Box

2.

218340. Houston Texas 77218-8340 and on file with the Oiiice of the Secretary of State.

API RP55 (198-11995Edition), (and no future amendments). API recommended practice

for conducting oil and gas production operations involving hydrogen sulfide,

incorporated by reference and no future amendments. copies are available &om

CSSINFD. 310 Miller Avenue. Ann Arbor, Michigan. 48103 and on file with the Office

of the Secretary of State.

F. Operators of an intrastate pipeline transporting LNG, hazardous liquid natural gas or other gas will not

construct any part of a hazardous liquid, LNG. natural gas or other gas pipeline system under a building

For building encroachments over a pipeline system, the operator will discontinue :service may require the

property owner Q remove building from over pipeline gr reimburse operator g t ; cost associated

with relocatinfz * i i pipeline system. The encroachment shall8 resolved within 180 days of discovery, or

t i ; operator shall discontinue service t o  Q pipeline system. When M encroachment _¢.a_.n _r888resolved
i

wm,in 180¢|av5 ¢,0p¢|-3¢°l» w4g 5g,a11 submnitmthe(]!f5oe°fpipe1in¢gm'¢wwithing0da,s0f

discovery a written plan to resolve the encroachment. The Grice of Pipeline Safety may then extend the

180 day requirement in order to allow the ratepayer and the operator to implement the written plan to

resolve_the encroachment.

G. Operators of an 'intrastate pipeline transporting LNG, hazardous liquid, natural gas or other gas pipeline

system will not construct any part of a pipeline system closer thalia 8 inches to any other underground

1.
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structure. If the 8 inch clearance cannot be maMtainWtom other underground structures, a sleeve, casing,

H .

or shielding shall be used

Operators of an intrastate pipeline txramsporting natural gas or other gas pipeline system, that have

regulators, meters, or regulation meter sets that have been out of service for 36 months will abandon those

lines and cap all ends. This abandonment shall 4 exceed Q months beyond J E  3 months L t service

status.

I. Operators of an intrastate pipeline shall not install or operate a gas regulator that might release gas in its

operation closer than 3 feet to a source of ignition, opening into a building, air intake inc a building or to

any electrical source not intxindcally safe. The three (3) foot clearance from a source of ignition will be

measured from the vent or source of release (discharge port), not iron the physical location of the meter set

assembly. This subsection shall not be effective with respect to building pennies which are issued and

subdivisions which are platted prior to October 1, 2000. For encroachment within the required three foot

J.

clearance caused by an action of the property owner. occupant or a service provider. alter the effective date

of this rule the operator may require the property owner to resolve the encroachment or reimburse the

operator the cost associated with relocating the pipeline system, The encroachment shall be resolved

within 180 days of dscoverv or the operator shall discontinue service to the effected pipeline system.

When the encroachment cannot be resolved within the 180 days the operator shall submit to the Olflice of

Pipeline Safetv within 90 days of discovery a written plan to resolve the encroachment The O&ce of

Pipeline Safetv may then extend the 180 Dav requirement in order to allow the ratepayer andthe operator to

implement the written plan to resolve the encroachment.

Operators of an intrastate pipeline system transportingLNG. natural gas, other gases or hazardous liquid

willuiilizzeacathodicpulomectionsystenmdesignaedtoprotectthenme4allicpipeli1neinitsemtirety,in

accordance with 49 CFR 192, Subpar L 'kwombear 4, 1998 March L 2000 (and no future amendments),

incorporated by reference, on File with the Oufiice of the Secretary of State, and copies available from the

United States Government Printing Odiice, P.O. Box 371975M, Pittsburgh, Pennsylvania 15250-7975

K

except I (2) and (3) of Appendix D to Part 192 shall not be utilized

Operators of an intrastate pipeline ttalnspordng natural gas or other sos pxpzlire system will not use solvent

cement to join together plastic pipe manufactured Nom diiterent materials unless the operator utilizes a



J0>11iI1g procedure in accordance with the specifications of  49 CFR 192,  Subpar t  F , *TovcrNber 4,  1998 July

Q , 1998 (and no future amendments), incorporated by reference, on i l e  w i t h  t he  Ot i i c e  o f  t he  Sec re tary  o f

S t a t e ,  and  c op i es  av a i l ab l e  f rom  t he  Un i t ed  S t a t es  Gov ernm en t Pr inting O l f t i c e ,  P . O .  B o x  3 7 1 9 7 5 M ,

L .

M.

Pittsibmgh, Pennsylvania 15250-7975.

Opeici l torsof an intrastatepipel inetlanspomtinghazalz ious l iquid,namicalgasorothargaspipclixnesystem

will  rot install  Acxylonitr ite-Bmadene-Styrenc (ABS) or  aluminum pipe in their pipel ine systems.

Opematorscf anintxastatepipelineuamnsportinghazardous liquid,natu1walgasoroll1eargaspipeIine

wi l lmotimsta11~plasl icp ipeaibcvegmundunlastheplast icp ipuel inc ispmtect iedbyanneetalcasing, or

equ i v a l en t ,  and  app rov ed  by  t he  O f f i c e  o f  P i pe l i ne  S a f e t y . T em pora ry  abov eground  p l as t i c  p i pe l i ne

bypasses are penniiied for up to sixty (60) days, provided that the plastic pipeline i s protected and is under

n.

the direct supervision of the operator at all times.

Operators  o f an intrastate pipeline t ransport ing hazardous liquid, natural gas or other gas pipeline system

that construct a p ipe l ine system o r any portion thereof using plas t ic  p ipe,  Wi l l  ins ta l l ,  a t  a minimum,  a 14-

gauge coated or corros ion res is tant ,  elec t r ical ly conductive wi re as a means of  locat ing the pipe whi le i t is

underground T rac e r  w i re  s ha l l not be wrapped around the plastic pipe,  tracer wi r e  m a y  b e  t a p e d ,  o r

at tached in some manner to the pipe provided that the adhesive or the attachment is not  det r imental  to the

o.
\

integr i ty of  thepipeWal l

Opemeliorsof anintrastatepipel i lnetranspordlmgxmatlualgasorothagaspipel ine systemthamoonstructan

un.a=»gwwnapipe1ine svs¢=1nus i ngp | as¢ i ¢pap¢ ,w i l l uuy f lw i ns r auedp i pew imam in i n l umb f6 i ncmesn f

$amiy type soil surrounding t he  p ipe f or  bedd ing and shading, free of any rock or debris ,  unless otherwise

p.

protected and approved by the Of f ice of  P ipel ine Safety .

Operators of  an int rastate pipel ine t ransport ing natural  gas or other gas pipel ine system that  construct  an

underground p ipe l i ne system us ing plas t ic  pipe wi l l  ins tal l  the pipe wi th suf f ic ient  s lack  to al low for

therrnad expansion and contract ions In addit ion, a l l plast ic  pipe shal l  be marked CD or CE as required by

ASTM D2513-95c  (1995c Edi t ion and no future edi t ions),  incorporated by  reference,  on Fi le wi th the

Olf f ice of  the Secretary  of  State,  and copies avai lable f rom ASTM, 1916 Race Street ,  Phi ladelphia,

Pennsylvania 19103-1187,  for areas where the serv ice temperature is  above 100°F.

r y n s m r
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Q. Operators of an intrastate pipeline system transporting hazardous liquid; natural gas or other gases shall

qualify welding procedures and shall perform welding of steel pipelines in accordance with API Standard

R

1104. Each welder mustbe qualified in accordance with API Standard 1104. The qualification of welders

delineated in 49 CFR 192, appendix C may be used for low stress levelpipe,

Operators of an intrastate pipeline transporting natural gas or other gas pipeline system shall survey and

grade all detected leakage by the following guide: ASME G\ulde for Gas Transmission and Distribution

Pipeline System, Guide Material, Appendix G-11-1983 except 4.4(c) (1983 Revision and no future

revisions), incorporated by reference and on tile with the Oitioe of the Secretary of State and copies

available from ASME. United Engineering Center. 345 East 47'*' Street. New York N. Y. 10017.

("Should"as referenced in the Guide will be intexqareted to mean "shall"). Leakage survey records shall

identify in some manner each pipeline surveyed. Records shall be maintained to demonstrate that the

required leakage survey has been conducted
r

s . A11 repair work performed on Lm existing intrastate pipeline transportingLNG. hazardous liquids. natural

T.

gas or other gas pipeline system will comply with the provisions of this Article.

The Commission may waive compliance with any of the aforementioned parts upon a finding that such a

waiver is in the inte¢res1 of public and pipeline safety.

U. To ensure compliance with provisions of this mle the Commission or an authorized representative thereof

may enter the premises of an operator of an intrastate pipeline to inspect and investigate the property,

books, papers,business methods, and affairs that p ain to the pipeline system operation.
N

v. AllotherComunuissionadnninistmivemlesalesuparsededtothe.extenttl\eyaxelm€:0mlt1ict withrhepipeiline

safety provisions of this Article.

R14-5-203.

A.

Pipeline Incident Reports and Invatigations

Applicability; ThisMleappliestoal1innastatepi}5elin»e systems.

B. Required incident reports by telephone :
A

1. Operators of an intrastate pipeline transportingLNG. natural gas or other gas pipeline system will

notify by telephone the Odiioe of Pipeline Safety upon discovery of the occurrence of any of the

following:



a. The release of natural gas, other gas or liquefied natural gas (LNG) Hom a pipeline or

LNG facility, when any of the following results:

i. Death or personal injury requiring hospitalization.

An explosion or fire not intentionally set by the operator.

iii. Property damage, including the value of the gas lost, estimated in excess of

$5,000. 1

b. Emergency transmission pipeline shutdown.

c. News media inquiry.

d Overpressure of a pipeline system where a pipeline operating at less than 12 PSIG

exceeds MAOP by 50%, where a pipeline operating between 12 PSIG and 60 PSIG

exceeds MAOP bye PSIG or where a pipeline operating over 60 PSIG exceeds MAOP

plus 10%.
\

e. PennanentOr temporary discontinuance of gas service to a master meter system or when

assistingwiththeisolationof any portionof agsmastammteisystem w

f_ Emergency shutdown of a LNG process or storage facility.

2. Gperators of an intrastate pipeline transporting hazardous liquid will notify by telephone the

Office of Pipeline Safety upon discovery of the occurrence of any of the following:

a. Doth or pascal injury requiring hospitalization.

b. An explosion or Ere not intentionally set by the operator.
/

c. Property damage estimated in excess of $5,000.

d. Pollution of any land, stream, river, lake, reservoir, or other body of water that violates L.

applicable environmental quality, water quality standards, causes a discoloration of the

surface of the water or adjoining shoreline, or deposits sludge or emulsion beneath the

surface of the water or upon adjoining shorelines.

e. News media inquiry,

3. Telephone incidalt reports will include the following information:

a.

ii.

Name of the pipeline system operator,



Name of the reporting pallY,

Job titleof thereportingparty,

d. The reportingparty's telephone number,

Location of the incident,
4

Time of the incident, and

Fatalities and injuries, if any.

c. Require written incident report:

Operators of an intrastate pipeline transporting natural gas, LNG or other gases will File a written

incident report when an incident occurs involving a natural gas or other gas pipeline that results

in any of the following:

An explosion or Ere not intentionally set by the operator.

b. Injury to a person that results in 1 or more of the following:

Death.

Loss of Col1sciol1s11€ss.

iii. Need for medical treatment requiring hospitalization

c. Property damage, including the value of the lost gas, estimated in excess of $5,000.

d Emergency transmission pipeline shutdown.

Overpressure of a pipeline system where a Pipeline operating at less than 12 PSIG

exceeds MAOP by 50%, where a pipeline operating between 12 PSIG and 60 PSIG

exceeds MAOP by 6 PSIG or where a pipeline operand over 60 PSIG excwds¢MAOP

plus10%.

Emergency shutdownof a LNG process or storage facility.

2. Writtenincidenimeportsoon~ce1:ningnatu1la1gsorcminergaspipeline systenuswillbeinthe

following form:

RSPA F7100.1 - Distribution System: Incident Report, incorporated by reference andon

tile with the Oiiice of the Secretary of State.

J

RSPA F7100.2 - Transmission and Gathering System: Incident Report, incorporated by

1.

b.

f.

c.

g.

e.

a.

b.

f.

e.

a.

i.

11.

reference and on tile with the Office of the Secretary of State.
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c. Written incident reports with 185P°¢¢_.toLNG facilities willQ i1.14 investigative form

defininél j i g incident andcorrective action takenQ preventa reoccurrence.

Openaiors of8ninillastatepipeline1Jr:insp0mt1J'ughazardc|usliquidvvillnnakeavqtittenincident

report on DOT Form 7000-1, incorporated by reference and on tile with the OlEticeof the

Secretary of State, whentheme is a release of hazardous liquid which results in any of the

following:

An explosion or Ere not intentionally setby theoperator.

Injury to a person tllat results in 1 or more of the following:

Death.

ii. Loss of consciousness.

iii Inability to leave the scene of the incident unassisted.

iv. Need formedical treatment

which interferes with a person's normaldaily beyond the

date of the incident.

The loss of 50 or more barrels of hazardous liquidgr carbon dioxide.

Theescapeofmnretiha115hantalégggofhighlyvolaltileliq\1idsintotheatnnospheme.

e. Property damage estimated in excess of $5,000.

f. News media inquiry.

4. Writtenincidentreportsasrequiaradinthis secuonwallhenleawitlnhe Olflioe ofPipeJineSafety,

within the time specifiedbelow :
J

Natural gas,LNG or other gas - within 20 daysafter detection.

Hazardous liquids - within 15 days after detection

5. The Operators shall also tile a copy of all DOT required written incident reports with the

Information Resources Manager, Office ofPipeline Safety, Research and SpecialPrograms

Administration, U.S. Department of Transportation, Washington, DC 20590.

6. Operators of a natural gas or other gaspipeline system will request a clearance from the Olliioe of

3.

b.

b.

d

c.

a.

a.

Pipeline Safety prior to turning on or reinstating service to a master meter operator.

v.

i.
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D. Investigations by the Commission:

1. The Olliice ofPipelilne Samemywiuiwesugareth¢¢aus¢°fmaa¢n¢sres;nungindea¢h01 s¢n<=~»s
\

2.

b.

injury.

Pursuant to an investigation under this mle, the Commission, or an authorized agent thereof may:

Inspect all plant andfacilities of a pipeline system.

Inspect all other property, books, papers, businessmethods,and affairs ofa pipeline

c.

d

system.

Make inquixies andimerviéwpersons hawing knowledge of facts suntlundinganinddent.

Aland, as anhbéava, hearings ad formal investigations condemning pipeline system

e.

3.

operators.

Schedule and conduct a publichearing into an incidemtl

The Commission may issue subpoenas to compel the production of records andthe taking of

testimony.

4,

5.

Incidents not reported in accordance with the prowlsions of this rule will be investigated by the

Olilice ofPipeline Safety.

Incidents referred to in incomplete or inaccurate reports will be investigated by the Office of
J

6.

Pipeline Safety.

Late filed incident reports will be accompanied by a letter of explanation. Incidents referred to in

late tiled reports nnaly be investigated by the Olffice of Pipeline Safety.

R14-5-204. Annual Reports

A_

1.

Except for operators of an intrastate pipeline transporting LNG, or hazardous liquid, all other intrastate

pipeline operators will t i le with the Oiiice of Pipeline Safety, not later than March 15, for the preceding

calendar year, the following appropriatereport(s):

RSPA F7100. 1-1 (November 1985 Edition and no future editions) - "Annual Report for Calendar

. Gas DistributionSystem" and "Instructions for Completing RSPAForm F7100.-1-Year -1-920

1, Animal Report for Calendar Year <1-920 , Gas DistributionSystem", incorporated herein by

reference, on File with the Oliiice of the Secretary of State, andcopies available from the

Information ResourcesManager, Office of Pipeline Safety,Research and Special Programs

a.

\
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Administration, U.S. Department of Transportation, Room 8417, 400 Seventh Street, S.W.,

Washington, D.C. 20590.

2. RSPA F7100.2-1 (November 1985 Edition andno future editions) - "Annual Report for Calendar

Year -1-920 , Gas Transmission and Gathering Systems" and "Instructions for Completing Fern

RSPA F7100.2-1, Annual Report for Calendar Year -1-920 , Gas Transmission and Gathering

Systems", incorporated herein by reference, on file with the Oiiioe of the Secretary of State, and

copies available firm the Information Resources Manager, Office of Pipeline Safety, Research and

Special Programs Administration, U.S. Department of Transportation, Room 8417, 400 Seventh

Street, s.w., Washington, D.c. 20590.

B .

r

The operator will also File a copy of all required annual reports by March 15 to the Information Resources

Manager, 08m of Pipel'me Safety, Research and Special Programs Administration, U.S. Department of

Transportation;400 Seventh Street S.W., Washington, D.C. 20590-0001.

R14-5-205.

A.

Master Meter System Operators

Applicability. This rule applies to the construction, reconstruction, repair, emergency procedures, operation

and maintenance of all master Meter systems,

Noncompliance with this rule by operators of a master meter system shall constitute grormds

for taminadonof service_. by the public servicecoupcmicn who informed in writing by the08ce of

Pipeline Safety. In case of an emergency, the Office of Pipeline Safety may give the public service

ccrporhtion old inslrudions to terminate service, wt& ~» animation to be iimnished 24

hours.

B . Subject to the de5nitional changes 'in R14-5-201 and the revisions noted in subsection (C), the Commission

adopts, incorporates, and approves as its own 49 CFR 191 and 192, revised as of November 1998

DeceMber 1_#j,1999 (and no ihtUre amendments), incorporated by reference, on file with the Office of the

A
'a

Secretary of State, and copies available from the United States Government Printing Once, P.O. Box

371975M, Pittsburgh, Pennsylvania 15250-7975.

c. The above mentioned incorporated parts of 49 CFR, except Part 191, are revised as follows:

1. Substitute "Commission" where "Oiiice of P'pdin:> °:1fety, Administrator g`ti__8 Research and

Special Programs Administration", or "Office of Pipeline Safety" (OPS) appear.

1
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2. Substitute Office of "Pipeline Safety, Arizona Corporation Commission, at its office in Phoenix,

Arizona" where addresses for the Information Resources Manager, Office of Pipeline Safety,

Research and SpecialPrograms Administration,U.S.Department ofTransportation e1=Q8Ge64`

r'1;;.-r f`n\\-nn1 no

D.

E.

/

Operators of a master meter svstern will establish an Operation andMaintenance Plan (O & M) including

an emergency plan. The plans must be maintained at the master meter system location.

Operators of a master meter system will not construct any part of a natural gas or other gas system under a

building or permit a building to be placed over a pipeline. Within 180 days of discovery of a building

being located over a pipeline, the operator shall remove the building from over the pipeline, relocate the

pipeline or discontinue the service to the pipeline located under the building

F.

G.

I

H .

I.

J.

Operators of a master meter system will not install Acrylonitrile-Butadiene-Styrene (ABS) or adurninum

pipe in their systems.

Operators of a master meter system will not use solvent cement to join together plastic pipe manufactured

from different materials unless the operator util izes a joining procedure in accordance with. the

specifications of 49 CFR 192, Subpart F, August 14, 1995 Julv 13. 1998 (and no future amendments),

incorporated by reference, on tile with the Otiice of the Secretary of State, and copies available from the

United States Government Printing Olliice, P.O. Box 371975M, Pittsburgh, Pennsylvania 15250-7975.

Operators of a master meter system that construct a pipeline or any portion thereof using plastic pipe will

install, at a minimtun, a 14-gauge coated or corrosion resistant, electrically conductive wire as a means of

locating the pipe while it is underground Tracer wire shall not be wrapped around the plastic pipe, tracer

wire may be taped, or attached in some manner to the pipe provided that the adhesive or the attachment is

not detrimental to the integrity of the pipe wall.

Operators of a master meter system that construct an underground pipeline using plastic pipe, will bury the

installed pipe with a minimum of 6 inches of sandy type soil surrounding the pipe for bedding and shading,

free of any rock or debris, unless otherwise protected and approved by the Olflice of Pipeline Safety.

Operators of master meter system that construct an underground pipeline using plastic pipe will install the

pipe with sufficient slack to allow for thennnal expansion and contraction. In addition, all plastic pipe shall

be marked CD as required by ASTM D2513-95c (l995c Edition and no future editions), incorporated by

l l ll WI HUH l lulllullllllullIwllll II'll
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reference, on tile with the Owffice of the Secretary of State and copies available from ASTM, 1916 Race

Street,Philadelphia, Pennsylvania19103-1187, for areas where the service temperature is above 100°F.

K Operators of a master meter gas system shall quaujy welding procedures and shall perform welding of steel

pipelines in accordance with API Standard 1104. Each weldermust be qualified in accordance with API

Standard 1104.

L.

M.

n.

All repair work performed on existing master meter systems will comply Mth the provisions of this Article.

Operators of a master meter system will not construct any part of a natural gas or other gas system closer

than 8 inches to any other underground structure.

Operators of a master meter system will File a Notice of Construction 30 days prior to commencement of

the construction of any pipeline, The Notice will domain the following information:

The dates of construction,1.

2.

4.

0.

p.

The size antitype of pipe to be used,

The location of construction, and

The Maximum Allowable Cperating Pressure <MAOP>.

Operators of a master meter system will perform leakage surveys at intervals not exceeding 15 months be

at least once each calendar year and will survey and grade all detected leakageby the following guide --

ASME Guide for Gas Transmission and DistribtIti0ll Pipeline System, Guide Material, Appendix G-11-

1983 (1983 Revision and no fixture revisions), except 4.4(c), incorporated by reference, on tile with the

Olflice of the Secretary of State, and copies available from ASME, United Engineering Center, 345 East

47th Street, New York, New York 10017. ("Should' as referenced in the guide wil l be interpreted to mean

"shall".) Leak detection procedures shall be approved by the Oliice of Pipeline Safety.

Operators of a master meter system will file an annual report with the Commission on Commission Form 1-

90/15M (1990 Edition and no iirture editions), "Annual Report for Calendar Year -1-920

Operators of Gas Distribution System," incorporated by reference, on tile with the Olliice of the Secretary

of State, and copies available from the Arizona Corporation Commission, Olliice of Pipeline Safety, 1200

West Washington, Phoenix, Arizona 85007. This report will be filed with the Olftice of Pipeline Safety not

later than April 15 for the preceding calendar year.

9 Small
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Q. The Commission may waive compliance with any of the aforementionedparts upon a finding that such a

waiver is in the interest of public safety.

R To ensure compliance with provisions of this Me, the Commission or an authorized representative thereof

may enter the premises of an operator of pa master meter system to inspect and investigate the property,

books, papers, businessmethods, andaffairs that pertain to the operation of the master meter system.

s . All other Commissionadministrativemilesare superseded to the extent they are in conflict with the pipeline

safety provisions of this Article.

J

/
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